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One or several chronograph hands are not in
their correct zero positions and have to be
adjusted (e.g. following a battery change).

Keep Pushers A and B depressed
simultaneously for at least 2 seconds
(the centre stop-second rotates by
360° -     corrective mode is activated).

Pull out the crown to position III (all 3
chronograph hands are in their correct or
incorrect zero position).

Adjusting the Chronograph 
hands to zero position.
Example:

Minute counter Center
stop-second

Pusher A

Pusher B

1
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I II III

III

I II III
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B
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B

A

Adjusting the center stop-second

Adjusting the next hand B

ASingle step 1 x short
AContinuous long

Adjusting the minute counter hand

Adjusting the next hand B

ASingle step 1 x short

(returns to center stop-second hand adjust)

AContinuous long

3 Returning the crown to position I
Termination of the chronograph hands adjustment
(can be carried out at any time).
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*Pull out the crown to position III
 (the watch stops).

Setting the time

Turn the crown until you reach the 
correct time 8:45.

*Push the crown back into position I.

Second hand
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In order to set the time to the exact 
second,      must be pulled out when the 
second hand is in position «60» (I).

Once the hour and minute hands have 
been set, �   must be pushed back into 
position I at the exact second.

*Please note:
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Pull out the crown to position II
 (the watch continues to run).

Setting the date (quick mode)

Turn the crown until the correct 
date       appears.

Push the crown back into position I.3
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I II

I II

During the date changing phase 
between 9 PM and 12 PM; the date 
must be set to the date of the following 
day.

Please note:
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Pull out the crown to position II
 (the watch continues to run).

Example:

> Date / time on the watch:

> Present date / time:

Setting the date/time 
following a battery change

Turn the crown until yesterday's date
appears.

Crown

Date
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*Pull out the crown to position III
(the watch stops).

Turn the crown until the correct date
appears.

**Continue to turn the crown until the
correct time 8:35 PM appears.

Second hand

5

Push the crown back into position I.6
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I II III
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*To set your watch to the exact second,
please refer to the chapter entitled 
«setting the time».

**Please observe the AM/PM clock 
rhythm.

Please note:

2

Continued from front

Please excercise care when unscrewing and screwing down the 
crown; thread damage can occur as a result of mishandling.  
Warranty is invalid if damage occurs due to an improperly secured crown.
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